
Nautical Yardarm Instructions 

 

Installing the Ropes 

 

1. Attach the ropes to the yardarm by 

sliding them through the circular hook 

on each side of the yardarm.   

 

2. Insert each end of the rope, opposite 

from one another into the connector 

until the end comes out from the other 

side. 

3.  Smash the rope 

connector with a 

hammer to secure 

the rope ends into 

place  

 

Installing the Yardarm 

Install the flagpole into the ground sleeve.  

1. Take the swivel rings off the flagpole by removing the Phillip’s screw located on the top of the 

pole (on the side) of the flagpole and sliding the rings off. 

2. Slide the yardarm over the top of the first and second section.  Replace the swivel rings back on 

the flagpole that way in which you took them off.   

3. You will extend the first section of the pole until it locks into place.  Then extend the second 

section until the pole locks in place.   

4. Place the yardarm about 1-2” above the bottom of the second section. Use the side set screw, 

to lock the yardarm into place on the flagpole.   

5. Extend the whole flagpole up and let the ropes hang down.  Follow the instructions below to 

attach the stainless-steel clips for the flags (as many as you wish). 

***There are total of 4 (four) stainless-steel clips provided with the initial flagpole purchase and 

they will be used for the top of the flagpole on the set of the swivel rings. If you need to attach more 

flags to the ropes on the yardarm, you will need to purchase additional stainless-steel clips! 



 

 

1. Loop the rope as shown on Picture 1. 

 
Picture 1 

2. Insert the loop through the wider end of the 
stainless steel clip as in picture 2 

 
Picture 2 

 

3. Pull the loop through and over the clip, then 
under, and pull it tie. – See picture 3 and 4 

 
Picture 3  

 

 
Picture 4 

 

 

 

 

 

 

 

 

 

 

4. Secure the top of your flag through the 1st 
stainless steel clip. 

5. Raise the flag up and attach it on the first clip. 
Measure where the second clip will be attached 
onto the pole. 

 Attach other end of the flag onto the second clip 

using the same format as of the first clip.  

            Make sure the flag is taut 

6. Once you have measured this, secure the 
second stainless steel clip by repeating steps 1-
3 above 

7. Repeat Steps 1-6 for additional flags. 
8. Then tie the ends of the ropes like below. 

 

 
 

This is how the flagpole should look when it is 

installed. 

 


